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Toolbase® Control EB-60 Professional

Sturdy plastic boxes are used for the storage of high-

quality individual articles as well as inexpensive

c-parts. The Toolbase® EB-60 convinces with its

simplicity and universal application possibilities.

The Toolbase® ATMS CORE basic module is installed on

the high-quality PC with a large touch screen. Even the

basic module enables permanent availability and

optimum C-parts management, but can be easily

extended if required thanks to our modular software

structure.

Technische Daten:

Depth 725 mm

Width 717 mm

Height 1272 mm

Withdrawal Automatic control

Number of boxes 60 boxes electronically locked

Load capacity max. 5 kg per box

Type Width (mm) Depth (mm) Height (mm) Compartments per Box Storage 

Capacity

EB-60 145 375 55 Max. 8 Fächer 3,26 m2

www.toolbase.de
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Toolbase® EB-60 Professional

Toolbase® EB-76 Professional

Toolbase® EB-33 Professional

Toolbase® EB-44 Professional

Extension units

Sturdy plastic boxes are used for the storage of high-

quality individual articles as well as inexpensive

c-parts. The Toolbase® EB boxes are available in three

sizes for a wide range of applications. The Toolbase®

EB convinces with its simplicity and universal

application possibilities.

System advantages:

> simple handling

> favourable purchase price

> targeted access to individual boxes

> suitable for rental tools 

Type Width (mm) Depth (mm) Height (mm) Compartments per box Storage 

Capacity

EB-60 145 375 55 max. 8 compartments 3,26 m2

EB-76 145 375 55 max. 8 compartments 4,13 m2

EB-33 226 450 105 max. 10 compartments 3,36 m2

EB-44 142 470 105 max. 10 compartments 2,94 m2

Technical Data: EB-60 EB-76 EB-33 EB-44

Depth 725 mm 725 mm 725 mm 725 mm

Width 723 mm 723 mm 807 mm 731 mm

Height 1272 mm 1550 mm 1550 mm 1550 mm

Withdrawal Automatic control

Number 60 boxes 76 boxes 33 boxes 44 boxes

Locking system Single, electronically locked

Load capacity per box max. 5 kg max. 5 kg max. 7,5 kg max. 7,5 kg

www.toolbase.de
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EB-60/76

Compartments Control EB-60/76 EB-33 EB-44

Compartments 7 9 9

Width 145 mm 226 mm 142 mm

Depth 1-6 47 mm - -

Depth 7 93 mm - -

Depth 1-8 - 45 mm 47 mm

Depth 9 - 90 mm 94 mm

Height 55 mm 105 mm 105 mm

www.toolbase.de

Compartments Control EB-60/76 EB-33 EB-44

Compartments 4 5 5

Width 145 mm 226 mm 142 mm

Depth 1-4 94 mm - -

Depth 1-5 - 90 mm 94 mm

Height 55 mm 105 mm 105 mm

Compartments Control EB-60/76 EB-33 EB-44

Compartments 2 2 2

Width 145 mm 226 mm 142 mm

Depth 187 mm 225 mm 235 mm

Height 55 mm 105 mm 105 mm
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